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DESIGN AND CONSTRUCTION BUREAU TITLE
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STRAW WATTLES. APROX. 200 LF.

NEW CAMP SPUR
(TYP OF 5)

WASTE AREA

R20.00'

REMOVE WIRE FENCE.
APPROX. 565 LF

GRAVEL PAD LIVING
SPACE. (SEE DETAIL
SHEET 4)

GRAVEL ACCESS ROAD

75

LEGEND

EXISTING FEATURES

CONTROL POINT NEW WIRE FENCE

APPROX. 625 LF

cp2

EDGE OF ROAD

BARBED WIRE FENCE =

LATRINE E:D

PROPOSED FEATURES

GRAVEL SURFACING I:l

NEW WIRE ACEESS GATE.

MATERIAL
PASE BID
EXCAVATION (W/ON-SITE DISPOSAL)
4" MINUS PIT RUN, &" DEPTH
3/4" MINUS CBC, 4" DEPTH
WIRE FENCE
LIVING SPACE GRAVEL PAD
REVEGETATION
BMP (WATTLE)

ESTIMATED QUANTITIES

IADDITIVE ALTERNATE
INSTALL BARRIER ROCKS

QUANTITY

1,378
3.642
3.642
625
5

0.75
100

50

UNIT

Cy
oY
SY
LF

EA

AC
LF

EA

NOTES:

. SALVAGE ALL EXISTING SIGNS ENCOUNTERED DURING
EXCAVATION CONSTRUCTION. RESET AS DIRECTED BY THE
PROJECT REPRESENTATIVE, SEE TECHNICAL
SPECIFICATIONS, 021 |2

2. OWNER WILL ESTABLISH INITIAL SURVEY CONTROL AND
ALIGNMENT GRADE STAKES. SEE TECHNICAL
SPECIFICATION O 1050, FIELD ENGINEERING FOR
ADDITIONAL CONTRACTOR SURVEYING REQUIREMENTS.

3. FURNISH AND INSTALL GRAVEL LEVELING PAD AT EACH
NEW TABLE SPACE AS DETAILED.

4. NEW PICNIC TABLES AND FIRE RINGS INSTALLED BY
OWNER.

5. CONTRACTOR CAN USE THE EXISTING AND PROPOSED
FOOTPRINT FOR STAGING AND STOCKPILING, WITH
EXCEPTIONS, SEE TECHNICAL SPECIFICATION O1010.

6. ANY UTILITIES DEPICTED ON THESE PLANS ARE IN
ACCORDANCE WITH THEIR ACHIEVED "QUALITY LEVELS" AS

DEFINED IN THE AMERICAN SOCIETY OF CIVIL ENGINEER'S
DOCUMENT ASCE 38, "STANDARD FOR THE COLLECTION

AND DEPICTION OF EXISTING SUBSURFACE UTILITY DATA."

CONTROL TABLE
BARRIER ROCK Y
POINT # | ELEVATION | NORTHING | EASTING | DESCRIPTION
BARBED WIRE FENCE ~ —O———
\ 100.00 | 5000.00 | 5000.00 CPI
BMPS (WATTLE)
496 99.53 | 3949.52 | 5397.53 cp2
CAMPSITE LIVING SPACE o ,)
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MATCH EXISTING
GRAVEL ELEVATION
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ALL ELEVATIONS SHOWN ARE REFERENCES TO
FINISHED GRADE.
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R&.50

VARIES

CONSERVED |

TYPICAL SECTION NO. 1

0+00 to 2+30
(ot to Scale)

TOPSOIL
PLACEMENT
¢ SEEDING

J

10
PROFILE GRADE AND
CROSS SLOPE PIVOT

POINT

VARIES
I CONSERVED
“10 TOPSOIL
PLACEMENT
& SEEDING
2% CROSS SLOPE °
~—

CAMP UNIT

Cut Side
(Left or Right)

GRAVEL PAD LIVING SPACE
(Scale: 1"=10)

NOTES:

I PLACE AND COMPACT 4" OF 3/4" MINUS CRUSHED BASE COURSE.

2. OWNER WILL LOCATE AND STAKE PERIMETER OF EACH LIVING SPACE.

3. PICNIC TABLES AND FIRE RINGS INSTALLED BY OWNER.

4. CLEARING/GRUBBING/EXCAVATION/EMANKMENT INCIDENTAL FOR EACH UNIT PRICE.

N

)
X
O/bf

NATIVE U
GROUND

— OFt N
' %" MINUS CRUSHED BASE COURSE, 4" DEPTH
\_ N R EXISTING GROUND
4" MINUS UNCRUSHED SUBBASE COURSE, &' DEPTH
*SEE GRADING PLAN FOR ADDITIONAL WIDENING.
&
&0
S o
A
& o
S
TYPICAL SECTION NO. 2 <
2+30 to END
and CAMP SPURS
(Not to Scale)

VARIES VARIES
CONSERVED | '1— | CONSERVED
TOPSOIL -8 -8 TOPSOIL
PLACEMENT PROFILE GRADE AND PLACEMENT
¢ SEEDING CROSS SLOPE PIVOT ¢ SEEDING

POINT 2% CROSS SLOPE -
7/
&
Op,
——ZOF N\ ¢
‘ \_ %" MINUS CRUSHED BASE COURSE, 4" DEPTH \
1STI
4" MINUS UNCRUSHED SUBBASE COURSE, &' DEPTH EXISTING GROUND
*SEE GRADING PLAN FOR ADDITIONAL WIDENING.
|7 5' MAX. /‘
1/3 DIAMTER
NDISTURBED

BARRIER ROCK DETAIL

(NOT TO SCALE)

NOTES:
EMBED BARRIER ROCKS 1/3 OF BARRIER DIAMETER.

BACKFILL EACH BOULDER WITH BARRIER ROCK EXCAVATION MATERIAL.
SPACE BARRIER ROCKS AT A MAXIMUM DISTANCE OF 5 FT (EDGE TO EDGE).
PLACE BARRIER ROCKS 5-6 FT FROM EDGE OF ROAD (EDGE TO Gravel).

I

2.
3.
4.
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4-Wire Spacing Application
Barbed, Top Smooth

1rod
16 1/2'

_ Regular Wire Clips

51/2' Steel Post (Typ.)
5" Dia. by 7' Long Wood Post
every 10 Rods, see specs.

10" 7

6" /

6"

18" No Stays

Line Post

All wires to be,
12 1/2 guage (typical)

3'-0" Min

4" Dia. Treated Brace Rails (Typ.)
5" Dia x 7'-0" Treated Posts (Typ.)

Single Panel

Doulble Panel

=

3'-0" Min

3'-0" Min

9 gauge galv. wire tie looped around

each wire and twisted around posts.
1rod
' 51/2" Steel Post (typ.)

T Two Steel Posts Driven
at approximately 45 degree angle
to native ground to 3" of surface.
May be cut if driving to full depth
is not possible.

16

Use mechanical

over-center

/\s‘rays / gate closer

s

N /\\/X\//\/\//E\\ >

Wire Gate (5 Strand)

* All Gate Wire to be Double Strand Smooth.

Corner Typical Deadman Anchor Detail Not To Scale
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